
mFLEET LOCATOR
TECHNICAL SPECIFICATIONS

TM

THE mFLEET LOCATOR IS A FEATURE-RICH DEVICE AT THE HEART OF THE mFLEET SOLUTION

Each mFleet Locator provides vehicle monitoring capabilities 24 hours-a-day, 7 days-a-week. Locators are fully
configurable over-the-air and are remotely supported.

The mFleet Locator series supports the following features:

• GPS-based location and status reporting on Rogers GSM/GPRS/EDGE/HSDPA network
· Store and forward capabilities — up to 1000 records locally
· Improved GPS-based location accuracy (WAAS)
· Real-time vehicle tracking and status monitoring
· GPS antenna disconnect alarm

• Up to 60 geofences stored locally on specific routes or locations of each vehicle/truck
· Receive alerts when vehicle enters or exits specifically-defined geofences

• Over-the-air configuration and software upgrades
• Engine diagnostics
• Voice connectivity
• Internal batteries
• Supports end-to-end Internet-based applications on laptops or PDAs
• Telemetry readings
• Remote vehicle/truck monitoring and control capabilities (e.g. door lock/unlock, temperature and PTO readings,

engine immobilization and panic buttons)

All locators are PTCRB/FCC/IC and UL/CSA/CE/E certified and Rogers certified for reliable wireless data transfer from all vehicles on its
GSM/GPRS/EDGE/HSDPA network.

Physical Specifications
mFleet Locator for Transportation mFleet Locator for Service Fleets mFleet Locator for Trailer and Asset Tracking
& Logistics Fleets
· Dimensions - 105 x 95 x 42mm · Dimensions - 105 x 95 x 30mm · Dimensions - 105 x 95 x 30mm
(4.3" x 3.75" x 1.63") (4.3" x 3.75" x 1.182") (4.3" x 3.75" x 1.182")

· Weight - 360g (12.6oz) · Weight - 125 g (4.408 oz) · Weight - 130 g (4.408 oz)

Power Specifications
mFleet Locator for Transportation mFleet Locator for Service Fleets mFleet Locator for Trailer and Asset Tracking
& Logistics Fleets
· Power - Input Voltage - 9 - 36 VDC · Power - Input Voltage - 9 - 36 VDC · Power - Input Voltage - 9 - 36 VDC
· Current - Transit 1000 mA · Current - Transit 1000 mA · Current - Transit 1000 mA
(maximum bursts) (maximum bursts) (maximum bursts)
- Standby (receive) - 150mA - Standby (receive) - 100mA - Standby (receive) - 100mA
- Sleep (ignition) - 15mA - Sleep (ignition) - 10mA - Sleep (ignition) - 10mA

Environmental
mFleet Locator for Transportation mFleet Locator for Service Fleets mFleet Locator for Trailer and Asset Tracking
& Logistics Fleets
· Operating Temperature · Operating Temperature · Operating Temperature
-30°C to + 60°C -30°C to + 60°C -30°C to + 60°C

· Storage Temperature -40°C to +80°C · Storage Temperature -40°C to +80°C · Storage Temperature -40°C to +80°C
· Humidity 95% max (non-condensing) · Humidity 95% max (non-condensing) · Humidity 95% max (non-condensing)




